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WRIGHT WRIGHT
BOULEVARD BOULEVARD
[m] [m]
) ad SCHEDULE OF QUANTITIES
Zc Zx
= = PAY ITEM UNIT QUANTITY
22 g CONDUIT IN TRENCH, 2 1/2" DIA., GALVANIZED STEEL FOOT 5
= ne CONDUIT PUSHED, 2" DIA., GALVANIZED STEEL FOOT 106
=5 =5 CONDUIT PUSHED, 2 172" DIA., GALVANIZED STEEL FoOT 104
& i TRENCH AND BACKFILL FOR ELECTRICAL WORK FOOT 5
MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION EACH 1
LEGEND LEGEND ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 2C - FOOT 534
ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 3C FOOT 827
“—Q—‘ DUAL ENTRY PHASE <—®——‘ DUAL ENTRY PHASE ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 7C FOOT 110
TRAFFIC SIGNAL POST, GALVANIZED STEEL, 10 FT. EACH 2
~—{-}—  sINGLE ENTRY PHASE ~—{+}—  SINGLE ENTRY PHASE CONCRETE FOUNDATION, " TYPE A FooT 2
DRILL EXISTING HANDHOLE EACH 5
oL oL PEDESTRIAN SIGNAL HEAD, L.E.D, 1-FACE, BRACKET MOUNTED, WITH COUNTDOWN TIMER | EACH z
OVERLAP OVERLAP PEDESTRIAN SIGNAL HEAD, L.E.D, 2-FACE, BRACKET MOUNTED, WITH COUNTDOWN TIMER | EACH Z
DETECTOR LOOP, TYPE 1 FOOT 211
~~(=—  PEDESTRIAN PHASE ——(-=—  PEDESTRIAN PHASE RELOCATE  EXISTING SIGNAL VEAD chc 1
. NUMBER REFERS TO ASSOCIATED . NUMBER REFERS TO ASSOCIATED A LC SIONAL POST e t
PHASE PHASE REMOVE ELECTRIC CABLE_FROM CONDUIT FOOT 110
REMOVE EXISTING CONCRETE FOUNDATION EACH 1
REBUILD EXISTING HANDHOLE EACH 1
EXISTING PROPOSED
EMERGENCY VEHICLE EMERGENCY VEHICLE
PREEMPTION SEQUENCE PREEMPTION SEQUENCE
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WRIGHT WRIGHT
—(2 - BOULEVARD —()- BOULEVARD
PROPOSED EMERGENCY VEHICLE PREEMPTORS PROPOSED EMERGENCY VEHICLE PREEMPTORS
EMERGENCY VEHICLE . 2 EMERGENCY VEHICLE 3 4 -
PREEMPTOR PREEMPTOR
MOVEMENT % MOVEMENT *
NOTE:
THE TRAFFIC SIGNAL CONTROLLER EQUIPMENT
FOR THIS PROJECT SHALL BE “ECONOLITE”
TO MATCH THE EXISTING ADJACENT SYSTEM.
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